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EYEWASH/DRENCH SHOWER  
COMBINATION SAFETY STATIONS

• These safety stations combine both drench shower and eyewash units in one 

• Shower heads and eyewash components offer same features as individual units shown above

• Several versions available:  stations include a 10” shower head along with a  
built-in two-head eyewash bowl/outlet of your choice

• Each spray head has a “flip-top” dust cover and internal flow control 

• Filter removes impurities from the water flow

• Model S90570 features all stainless steel construction

• Models S90510, S90510-2, S90520 & S90570 feature 1” IPS chrome plated brass  
stay-open ball valve and Teflon seals - meet ANSI Z358.1 standards

• Models S90520-3 and S90520-4 feature slow self-closing valve with pull chain  
and ring (shower operates for 10 seconds after chain is released)

• Self-closing valve models do not meet ANSI 358.1 standards

Prod. No. Station Description Head Eyewash Bowl Valve

S90510 Eyewash/drench ABS blue plastic Stainless steel Stay-Open

S90510-2 Eyewash/drench Stainless steel Stainless steel Stay-Open

S90520 Eyewash/drench ABS blue plastic ABS blue plastic Stay-Open

S90520-3 Eyewash/drench ABS blue plastic ABS blue plastic Self-Closing

S90520-4* Eyewash/drench ABS blue plastic ABS blue plastic Self-Closing

S90570 Eyewash/drench Stainless steel Stainless steel Stay-Open

*Please Note:  same features as S90520-3 but with hand-foot control assembly 

• Deliver 30 GPM at 30 PSI and a 20” diameter spray pattern from 60” above floor level

• Spray heads available in two materials:

– 10” circular blue ABS plastic

– 10” circular stainless steel

• Models S90243 & S90243-2 feature 1” IPS chrome plated brass stay-open ball valve and 
Teflon seals - meet ANSI Z358.1 standards

• Models S90243-3 feature slow self-closing valve with pull chain and ring (shower operates 
for 10 seconds after chain is released)

• Self-closing valve models do not meet ANSI 358.1 standards

• Valves made in the USA

• Furnished with stainless steel actuating arm and 29” stainless steel pull rod

Horizontal/Wall Mounted Emergency Drench Showers

Prod. No. Description Head Valve

S90243 Drench shower ABS blue plastic Stay-Open

S90243-2 Drench shower Stainless Steel Stay-Open

S90243-3 Drench shower Stainless Steel Self-Closing

S90243

S90510
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