
Tough Polycarbonate Lens

Aircraft Type 6061 Aluminium

Easy Locking Push Button

Rubber Edging acting
as Shock Absorber

Multiple Superior Quality
LEDs omit little or no heat

IP 65 Rated Light Head
& Battery Compartment

Robust Automotive Type ABS 747.
UV and Salt Water Resistant Properties

Attachment Slots on all Sides for
Various Options including Pole

and Scaffold Attachment

Shock Absorbing Non Marking
Rubber Base

Swivel Point for 60  Downwards Tilt

SMITHLIGHT
PORTABLE AREA ILLUMINATION

IECEx
Zone 0 Group
Group Iia T2

Ip65

EX 90 LTM 120 L IN 120 L

?

?

?

?

?

?

Robust solid construction from automotive type 
ABS and Polycarbonate
Ip65 Rating, (water and dust proof Rating).
Can be charged from AC, DC or solar Panel
UV and Salt water resistant
Base of the Smith Light Designed to accept many specialised 
mounting brackets.

The Smith Light can be recharged from either a 240 volt 50Hz AC power outlet or a 12/24 volt DC socket in

virtually any vehicle including trucks and passenger vehicles. The light can also be operated whilst being charged.

The light head assembly is fully sealed (IP65) so it can be used in almost any environment. The Smith Light is 

manufactured from ABS 747 material

The Smith Light is a revolutionary fully self contained lighting system incorporating a sealed battery. 

Utilities and Telecommunications

Railways

Mining

Rental Companies

Emergency Services

Aviation

Military

Recreational and Camping

Shipping and Boating

Construction
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Suited to numerous industries:



The Smith Light is a fully self contained Portable Area Illumination System with multiple applications.
The unit is encased in a rugged ABS shell and features two operating heights, a tilting head and LED technology.

?  Solid Construction
?  Non Slip Base
?  UV & Salt Water Resistant
?  Double Sided Light Head
?  Adjustable Light Head
?  Low Battery Alarm
?  Instant Deployment
? Rechargeable Battery

Specifications
Weight: 15.5 lbs
Dimensions: 13x8.7x23.6 (closed)

                       13x8.7x46 (open)
Voltage (AC): 110 volt
Voltage (DC): 12v-24 volt
Light Type: 2 Stage LED
Lumens: 1480 per side

Battery Information
Type: Rechargeable Sealed Lead-Acid
           12 volt, 7 Ah capacity
Charge/Life: 5-6 hrs - Both LED Heads
                      10-12 hrs - One LED Head
Service Life: Approximately 10,000 hrs

ACCESSORIES
 

SL-SA Scaffold AttachmentSL-TP70 Tripod Attachment

SL-SOLP Solar Panel 

SL-PA Pole Attachment

SL-SSP Stabilising and Security Plate

Recharge: 7-8 hrs.

Multi-functional base Tripod attachment

Scaffold attachment
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